BASIC CONFIGURATION WINDOWS

e Rename computer
o kombinasi keyboard WIN + R
o ketikkan powershell > enter/OK (powershell)
o ketikkan Rename-Computer IT3-01 -Restart

e Set Network Address
o kombinasikan keyboard WIN + R
o ketikkan ncpa.cpl > enter/OK
o pilih interface ethernet > klik kanan > properties> IPV4 > masukkan IP:
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General
Connection
IPw4 Connectivity: Internet
IPvE Connectivity: No network access
Media State: Enabled
Duration: 00:31:38
Speed: 1.0 Gbps
Details...
Activity
Sent ‘__-. - Received
Bytes: 11.819.296 §8.150.401
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U Ethernet 2 Properties

Metworking  Sharing

Connect using:
I? Realtel LISBE GbE Family Controller

This connection uses the following tems:

s

I?Clierrt for Microsoft Netwarks
43 VMware Bridge Protocal
’:]? File and Printer Sharing for Microsoft Metworks
43 Q05 Packet Scheduler

43 Bridge Driver

4 Nested Network Virtualization

'8 Intemet Protocol Version 4 (TCP/IPv4)

Ingtall... Uninstall Properties
Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

QK Cancel
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d Internet Protocol Wersion 4 (TCP/IPvd) Properties x
General
h  'Youcan get IP settings assigned automatically if your netwerk supports
= this capability. Otherwise, you need to ask your network administrator
B for the appropriate IP settings.
I
B (_)Obtain an IP address automatically
E O Use the following IP address:
L]
[ IP address: 192 . 168 . 37 . 123
B

Subnet mask: 255 . 255.255. 0

Default gateway: 192 . 168 . 37 . 1

-

Cbtain DNS server address automatically
O Use the following DNS server addresses:
Preferred DNS server: 8.8 .8 .8

Alternate DMS server: 8 .8 .4 .4

[CIvalidate settings upeon exit Advanced. .

Ip Address : 192.168.37.angka yang disebutkan
Subnet mask : 255.255.255.0 (sama)
Default Gateway : 192.168.37.1

Preferred DNS Server : 8.8.8.8
Alternate DNS Server : 8.8.4.4
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